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CABINET SIZE
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MODEL NAME
PIXEL PITCH

110-240 VAC 50-60Hz
No Curve Option

Front
140° Horizontal & 140° Vertical

≥14 bits
≥3840 Hz

Chipone ICND2055
Nationstar Gold Wire
NovaStar A8s

250mm x 250mm
Aluminum

500mm (W) / 500mm (H) / 75mm (D) with LED modules & 60mm (D) without LED modules
20.4 lbs (with 4 LED modules + cables)

IP41

110-240 VAC 50-60Hz
No Curve Option

Front
140° Horizontal & 140° Vertical

≥14 bits
≥3840 Hz

Chipone ICND2055
Nationstar Gold Wire
NovaStar A8s
250mm x 250mm
Aluminum

IP41
20.4 lbs (with 4 LED modules + cables)

.90A@208 / 1.70A@110 
.32A@208 / .60A@110 

1200 Nits

200 x 200 (40,000)
Vi2.5

2.5mm

.90A@208 / 1.70A@110 
.31A@208 / .60A@110 

1200 Nits

168 x 168 (28,244)
Vi2.9

2.9mm

.78A@208 / 1.47A@110 

.27A@208 / .52A@110 
1200 Nits

128 x 128 (16,384)
Vi3

3.9mm

.65A@208 / 1.24A@110 
.23A@208 / .44A@110 

1300 Nits

96 x 96 (9,216)
Vi5

5.2mm

V
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